==============

 Technical Notes

==============

Information displayed that will differ between units is as follows:


MAC address

All other configuration parameters & settings should be identical

==========================================

 Setup Menu Screen UDS200 

==========================================
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+++ Lantronix Universal Device Server *++

Serial Number 6336751 MAC address O0204RG38FSF

Software version V5.8.0.7 (061010) U200

Press Enter for Setup Made

++ hasic parancters

Hardyare: Ethernst ToT

TP addr - 0.0.0.0/DHCR/BO0TR /AutoIP, no gateway set

DHCP device name : not set

+e Security

s 1 enzbled

SP Community Neme: public

Tolnet Setup 13 enzbled

T Download is  ensbled

Port 77FER is enzbled

ieh server is enzbled

EcH0 is disabled

Erhanced Password is disabled

+++ Channel 1

Baudrate 9600, 1/F Mode 4, Flow 00

port 10001

connect Made : €0

futo increment source port disabled

Fenote T2 Adr: ——- none ——-, Port 00000

Disconn Mode : 00

Flush  Mode : 00

+++ Channel 2

Bavdrate 9600, 1/F Mode 4, Flow 00

port 10002

connect Mode : €O

Buto_increnent source port disabled
Control ines:  RTS: @| DTR: @| 3REAK | Statuslines: CTS: @ DSR: @ RING: @ DCD: @ | Outputqueue: 0

fonline. Errors: [0 Log: <none> 0 Total: [1246 Moni-2.32
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[Fonote 12 Adr: -
Disconn Mode : 00
Flush  Mods : 00

eer Expert
e Keepalive

455
o cache tinsout: 600s
honi tor Mode @ hootup
BT Port Number : 80

enabled

change Setup
Server

Channel 1

Channel 2

Expert

Security

Factory defaults

Exit without save

Save and exit

Your choice 7

Control lines:  RTS: @| DTR: @| 3REAK | Status lines:

fonline. Errors: [0

cTS: @ DS
Log:

@ RING: @ DCD: @

<none> [0

Output queue:

Total: [1246
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