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ION x222x and x322x Release Notes 

Date:  October 23, 2017 

Version: 1.3.16 

 
 

Overview 

This release note covers the requirements, important notes, new features and changes, 

addressed issues and known limitations for the ION x222x and x322x product. 

 

Management of the ION x222x and x322x is available using a web browser or Command Line 

Interface (CLI) via the local USB port, telnet, or via SNMP.    

 

Requirements: 

Firmware version 1.3.16 and these release notes apply to the following products:  

• C2220-10xx and C2221-1040 

• S2220-10xx and S2221-1040 

• C3220-10xx and C3221-1040 

• S3220-10xx and S3221-1040 

 

New Features and Enhancements:  

The following is a list of new features and enhancements in version 1.3.16 of the x222x and 

x322x. 

• Fixed calculations for ingress bandwidth limiting rate at some rates (particularly 

150M) as to improve accuracy 

• Fixed an issue with the backup and restore functions when the device is set to Local 

Management mode via a unique IP address  

 

Known Feature Limitations: 

The following list is currently known issues for the ION C322x products. 

• None 

 

Related Documentation: 

• ION x322x User Guide (33432) 

• ION x222x & x32xx Installation Guide (33433) 

• ION Command Line Interface Reference Guide (33461) 

 

MIBs: 

• ION_MIBs.zip file 


