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WInCE 5.0 Driver Installation Guide

1. Product Information:

The AX88772B Controller is a single chip USB 2.0 to Fast Ethernet Controller. This is an
AX88772B NDIS driver for WinCE 5.0 embedded system. It has been qualified under WinCE 5.0
CETK on an Intel Pentium 4 2.8GHz system with a NEC D720100AGM USB 2.0 PCI Host
adapter running WinCE 5.0 CEPC X86 Platform Image.

information.

Note: The default USB 2.0 HCD driver (EHCI) of Windows CE 5.0 Platform Builder has a
USB 2.0 device Hot-Swap BUG. The EHCI driver should be updated to fix this bug. Please
refer to Section 6 “Update WinCE 5.0 USB 2.0 HCD Driver (EHCI.DLL)” for the detail

2. Files Descriptions:

The AX88772B WInCE driver package includes the files as described below,

RELEASE.PDF
AX88772B.DLL

EHCI.DLL

PROJECT.REG
PROJECT.BIB

CETK_LOG\ 1C_TEST.LOG
CETK_LOG\ 2C_TEST.LOG
CETK_LOG\ 1C_TEST.TXT
CETK_LOG\ 2C_TEST.TXT

This file

Driver file

Updated EHCI Driver file
Sample REG file

Sample BIB file

CETK One Card Test log file
CETK Two Card Test log file
CETK One Card Test readme file
CETK Two Card Test readme file
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3. Revision History:

Revision Author Date

Description

v1.0.2.0 Alex Chung 2011/11/17

v1.0.1.0 Kater Kuo 2011/08/16

v1.0.0.0 FrancisJaw 2010/06/15

1. Fixed the plug/un-plug issue.

2. Fixed an issue where the system hangs after resuming
from sleep when the AX88772B is detached during
system suspend.

3. Fixed an issue where the driver stays looping
sometimes when putting the system into suspend mode.
4. Added the PID "7E2B" support.

5. Modified the default setting of PHY Reg12H bit9 from
1to 0.

1. Add wait events in the TX/RX bulk transfer complete
routines and Interrupt transfer complete routine to
wait for “IplssueBulkTransfer” to return the transfer
handler if the complete routine had been called before
“IplssueBulkTransfer” returned.

. Fix issue of ping command with specific packet size.

. Modify BulkInFlag’s value.

4. Fix plug/unplug issue when device initialize.

w N

1. New release for WinCE 5.0.

2

Copyright (C) 2010 Reserved by ASIX Electronics Corporation



AX88772B
WInCE 5.0 Driver Installation Guide

4. Driver Installation:

1. Add below AX88772B registry values into the $(_WINCEROOT)\PUBLIC\CEBASE\OAK
\FILES\PROJECT.REG file.

; @CESYSGEN IF BSP_NIC_AX88772B
;IF BSP_NIC_AX88772B
[HKEY_LOCAL_MACHINE\Drivers\USB\LoadClients\2965_30507\Default\Default\AX88772B]
"DLL"="AX88772B.DLL"
"Prefix"="ASX"

[HKEY_LOCAL_MACHINE\Drivers\USB\ClientDrivers\AX88772B]
"DLL"="AX88772B.DLL"
"Prefix"="ASX"

[HKEY_LOCAL_MACHINE\Comm\AX88772B]
"DisplayName"="ASIX AX88772B USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772B.dll"

[HKEY_LOCAL_MACHINE\Comm\AX88772B\Linkage]
"Route"=multi_sz:"AX88772B1"

[HKEY_LOCAL_MACHINE\Comm\AX88772B1]
"DisplayName"="ASIX AX88772B USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772B.dII"

[HKEY_LOCAL_MACHINE\Comm\AX88772B1\Parms]
"BusNumber"=dword:0
"BusType"=dword:1
; "NetworkAddress''="02-12-34-56-78-9a"  ;Define an override MAC address 02-12-34-56-78-9a

; AX88772B Driver Parameters:

"ConnectionType"=dword:0 ; 0 = "AutoSense"; 2 = "10BaseT Half_Duplex";
; 3 ="10BaseT Full_Duplex"; 8 ="100BaseTx Half_Duplex";
; 9 ="100BaseTx Full_Duplex";
"FlowControl"=dword:3 ; 0 ="Disable"; 1 ="TX PAUSE"; 2 ="RX PAUSE"; 3 = "Enable"
"WakeUp"=dword:0 ; 0 ="Disable"; 1 ="All For 7TE2B"; 2 = "Link-Change"; 4 = "Magic Packet";
; 8 = "Wakeup Frame";; 6 = "Link-Change" & "Magic Packet";
; @ = "Link-Change" & "Wakeup Frame";
; ¢ = "Magic Packet" & "Wakeup Frame"; e = "All"
"WakeUpFrameType"=dword:3 ; 1 ="Ping"; 2 = "ARP"; 3="All"

"VlanEnable"=dword:0 ; 0 = "Disable™; 1 = "Enable™;
"Vlanld"=dword:0 ; 0 - 4095
"AutoDetach"=dword:2 ; 0 ="Disable"; 1 = "Enable"; 2 = "Use EEPROM Setting"
"WolLinkSpeed"=dword:1 ; 0 ="10 Mpbs First"; 1 = "Use EEPROM Setting"
"Checksum"=dword:1 ; 0 ="Disable"; 1 = "Enable"
[HKEY LOCAL_MACHINE\Comm\AX88772B1\Parms\Tcplp]
; "EnableDHCP"=dword:0 :Disable DHCP function
; "IpAddress"="xxXX.XXX.XXX.aaa" ;Define your IP address (XXX.XXX.XXX.aaa)
; "Subnetmask'="255.255.255.0" ;Define Submask IP address
; "DefaultGateway"="Xxxx.XXX.Xxx.bbb" ;Define Gateway IP address
3
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; "DNS"="XXX.XXX.XXX.ccC" :Define DNS server IP address

"AutoCfg"=dword:1
"EnableDHCP"=dword:1 :Enable DHCP function
"UseZeroBroadcast"=dword:0 :Use zero for broadcast address?

;ENDIF BSP_NIC_AX88772B
; @CESYSGEN ENDIF BSP_NIC_AX88772B

2. Add below AX88772B driver file path and attributes into the $( WINCEROOT)\PUBLIC
\CEBASE\OAK\FILES\PROJECT.BIB file.

MODULES

; Name Path Memory Type
ax88772b.dll  $(_FLATRELEASEDIR)\ax88772b.dll NK SH
FILES

; Name Path Memory Type
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3. Install new platform for your project

New Platform Wizard - Step 1 @ New Platform Wizard - Step 2 [’Z]

Welcome to the New Platform Wizard Workspacellame And]Location @

Choose a friendly name for your workspace.
This wizard guides you through the process of creating an

08 design for a Windows CE-based platform. An OS
design defines the characteristics of a Windows CE 0S.

You can create an 0S design by choosing a design
and one or more board support packages
(BSPs). A BSP includes an OEM adaptation layer [OAL)
and device drivers.

YourProjectName

Path:

This wizard helps you: }D:\wm(:Esuu\PBWovkspace Lzl
Choose a BSP.

Choose a design template.

Add items to your OS design or remove items from it.

To continue, click Next.

New Platform Wizard - Step 3 ] tommerme R ®
Board Support Packages [BSPs) @ Design Template
A BSP contains a set of device drivers that are added to your 0S design. A design i defined selection of Catalog items @
P p -
Av:}ilahle BSP,S: Available design templates: Choose the design template that is most
[ ODE: X86 | Select one or more BSPs for your 08 Ciistom Device closely aligned with the purpose of your
deeton. Digital Media Receiver target device.
A BSP for a Windows CE PC-based hardware Enterprise Terminal Provides the starting point for a
reference platform. The platform uses the Enterprise Web Pad browser-based consumer Internet appliance
0S based on the x'ﬂli architecture. Gatewa with a fixed display such as a CRT or LCD
% Industria ntroller display and a keyboard.
liance

—
Mobile Handheld
Set-Top Box

Tiny Kernel
Windows Thin Client

Note: Only BSPs supported by installed
CPUs are displayed in the list.

ol al e @ (oo ) (oo ]

New Platform Wizard - Step 5 X)

New Platform Wizard - Step 7 @

Applications & Media < <
Select items for applications and media to include in your OS design. @ completlng the New Platform Wizard
You have successfully completed the New Platform Wizard.

Igims: You have created an OS design for a Windows CE-based

Support for applications and services platform. By default, Platform Builder provides a Debug
Standard SDK for Windows CE designed for the .NET Compact Framework. configuration and a Release configuration of this OS design.
Windows Media Audio/MP3 Options:
Windows Media Video/MPEG-4 Video  Modify build options for the Debug and Release of your 0S
S al“:fl;w: Messenger desion without closing this wizard
ordFa

[[] XML MIME Viewer
© (4 Internet Browser To close this wizard, click Finish.
i [| Microsoft File Viewers
# [| Windows Media Player
@[] Windows CE Error Reporting

m

d size of these items: 6225 KB

m[@m l Finish ] [ Cancel ] E] Next >

Note: Please check if the PROJECT.REG file in $(_ WINCEROOT)\PBWorkspaces
\<YourProjectName>\WINCE500\CEPC_x86\OAK(\files subdirectory is included
all contents modified in Step 1.
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4. Copy AX88772B.DLL and EHCI.DLL files into the $(_ WINCEROOT)\PBWorkspaces
\<YourProjectName>\WINCE500\CEPC_x86\OAK(\files subdirectory.

5. Choose “Build and Sysgen” from the Build OS menu to build the platform image file
(NK.BIN).

%) choud - Platform Builder [run] - [Welcome to Platform Builder]

Z[total space 243152 in 115 ranges
K wntmg D:\WINGES 00\PBYOF kspaces\chou9\Re1Dir\CEPC_x86_ReleaseSHK .bin >
@Eﬂp Edit View Project Platform Target Build Project Bulkl 08 Debug Tools Window Help Table of contents 86c 3aszn 00001600 5856)
R Writing ROM signature and TOC pointer at 80226048
a =& & J m E as Ewgen Kernel data copy sectmn 80b27e58 00000630 ( u8)
ROM H 80c387cc 00000054 ( 84)
Fil‘st DLL code Address: 033c0000
Egz.lde.ndSy:ganurremESP Last DLL cnde Address: 04000000
z ¢ |||[First pLL address: 61£001F0
Clean Before Building Lasl I)LL mmress: 02000000
= i T i i Physical Start Address: 86220000
& chou3 Catalog items | i CgpyFﬂesh)‘Release D:recwry.f.ﬂeerld Ph;slcal End Address: 803400
+ Js CEPC: x86 v Meke Run-Time Image After Build Start RAN: 80c35000
=3 Device Drivers start nf Free RAM: 80ca8000
P . Copy Files to Releass Dixectory End 81c00068
+- (3 Audio Numner i
« (2] Display Make Run-Time Image Nunber of Copy Sections: 3
%@ Input Devices - Copy Section Dffset: 80b27e58
—np FileSys 4K Chunks/Mbyte: 128 <2Mbyte 128 2-Mbyte © 4-6Mbyte © >GMbyte
= {3 Networking CPU Typ 014ch
T N Batch Build.. Miscellaneous Fla 80862h
@ Local Area Ne\work.lng (LaN)ide: & : Extonsions Pnlntetg* 86222201
@ NE2000-compatible (PCMCIA B3 Open Relesse Directory Total ROM s: 00a14F08 (  16571528)
#-(31 PC Card Starting ip 80229348
Raw Flles size: 0012292
#-[) PCIBus ompressed files size:  08Bcal6C
+ [J Printer Devices g"
- s o
+ (3 Serial na or D:\WINCE508\PBUlorkspaces\chou9\Re1Dir\CEPC_x86_Release\PostRomInage.bat to run
+-(Z] Storage Devices mal Check For D:\WINGE586\PBWorkspaces\chou9\RelDir\CEPC_x86_Release\PostHakeIng.bat to run
nal Change dlrectnr to D:\WINCES00.
7 uUSB Host v nakeing: run Chnkandsica d /C D:\WINCES00\public\connon\oak\nisc\pbpostmakeing

B OSDe9|gnV|ewlL@ Parameleerew] J F|IeV|ewI <

6. Startup your CE/PC to get the connection with the Platform Builder.
6-1. Install a supported Ethernet adapter (like NE2000 ISA card or RTL8139 PCI card)
for Ethernet Boot Loader (eboot.bin) and a ASIX AX88772B USB to Fast Ethernet
adapter for tested WinCE driver.

Note 1: Please set a proper IRQ, IOBASE and IP address in the AUTOEXEC.BAT file of the
CE/PC Boot Disk for the Ethernet Boot Loader adapter.
(For PCI card: set to IRQ=0, IOBASE =0 for auto-detection.
For ISA card: set to the same IRQ, IOBASE as the H/W setting.)

6-2. Insert the CE/PC Boot Disk into your CE/PC.
6-3. Power ON the CE/PC.
6-4. Select “Boot CE/PC (ether via eboot.bin with /L:800x600x16)” from the boot menu.
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6-5. Choose “Connectivity Options” from the Target menu to configure an Ethernet
connection for downloading and debugging the image file.
6-6. Select “Ethernet” in the drop-down menu titled “Download”.
6-7. Select “Ethernet” in the drop-down menu titled “Transport™.
6-8. Click “Settings” button associated with the “Download” option.
This will open a new dialog to wait for the available CEPC devices.
6-9. Select “KbStub” in the drop-down menu titled “Debugger”.
{E File Edit View Project Platform | Target Emild Project Buid OS Tools Windc ~ T . Conne
= D’, a V : : 3 Device Configuration )
R : % Ethernet Download Settings X 'i:g:;wni:m: =
Device Boot Name:
=/-88 choul Catalog items [cerce90s ~| Download:
+ -3 CEPC: x86 IP Address:  192.9.20.180 (Ethermet ) [ settngs I
-1z Device Drivers Bootoader: 3.4
-+ L:IAUdiO Active Devices:
+- (2] Display q@ Trnsport
#-(1 Input Devices q i (Ethernet J >l Settings
=I--4 Networking [ CE Exceptions {CEPC61906 )
+ (] Local Area Net = . -
+-E3 PC Card Comectivity Options... - Zri+ShifthC Waiting for CE/PC device | ppugger
] PCI Bus Debug Message Options... | @D =
+ Printer Devices Releass Directory Modules...
+-[] Serial _ I—I
+-(_] Storage Devices = i I
#- (] USB Host v
< | > Apply l Close | Help |
@OSDesignView’® ParameterViewl El FiIeView] :<

6-10. Choose “Attach Device” from the Target menu to start downloading the Platform Image

file onto the CE/PC.

45 chouB - Platform Builder - [Welcome to Platform Builder]

[EFle Edit View Project Platform | Tareet Build Project Build OS Tools Wind:

SR
(CEPC: x86_Release

A Attach Device Chrl+Shifts D

3 Audio
(L1 Display
[Z3 Input Devices
<4 Networking o CF
=43 Local Area Net || !
B ASIX AXBB7 B 1 110l i
NEZUUG-COI_E;CE Exceptions...
3 PC Card i
PCI Bus
@ Printer Devices
[_1 Serial

[REE AR e o)

Ctrh+-Shift+C

Connectivity Options. ..
Debug Message Options...
Releass Directory Modules...

Ho

[t S, PRSI STy

25 Downloaded 44%

of Runtime Image to CE Device

EIoX

Estimated time left:
Download. through:
Transfer rate:

4 sec (4.3 MB of 9.8 MB copied)
Ethemet
1.4 MB/sec

@ 0SDesignView | [ ParameterView | =] FileView |

[ Clos J[ Cancel J

6-11. After the image file is downloaded successfully, the CE/PC will be booted up to WinCE
operation system by running the Platform Image file.
6-12. Run Ping command to verify the network connection function.

7
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5. Modify Driver Parameters:

1. Modify the AX88772B registry values from the $(_ WINCEROOT)\PBWorkspaces
\<YourProjectName>\RelDiN\CEPC_x86_Release\PROJECT.REG file.

; @CESYSGEN IF BSP_NIC_AX88772B
;IF BSP_NIC_AX88772B
[HKEY_LOCAL_MACHINE\Drivers\USB\LoadClients\2965_30507\Default\Default\AX88772B]
"DLL"="AX88772B.DLL"
"Prefix"="ASX"

[HKEY_LOCAL_MACHINE\Drivers\USB\ClientDrivers\AX88772B]
"DLL"="AX88772B.DLL"
"Prefix"="ASX"

[HKEY_LOCAL_MACHINE\Comm\AX88772B]
"DisplayName"="ASIX AX88772B USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772B.dll"

[HKEY_LOCAL_MACHINE\Comm\AX88772B\Linkage]
"Route"=multi_sz:"AX88772B1"

[HKEY_LOCAL_MACHINE\Comm\AX88772B1]
"DisplayName"="ASIX AX88772B USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772B.dII"

[HKEY_LOCAL_MACHINE\Comm\AX88772B1\Parms]
"BusNumber"=dword:0
"BusType"=dword:1
; "NetworkAddress''="02-12-34-56-78-9a" ;Define an override MAC address 02-12-34-56-78-9a

; AX88772B Driver Parameters:

"ConnectionType"=dword:0 ; 0 = "AutoSense"; 2 = "10BaseT Half_Duplex";
; 3="10BaseT Full_Duplex"; 8 ="100BaseTx Half_Duplex";
; 9 ="100BaseTx Full_Duplex";
"FlowControl"=dword:3 ; 0 ="Disable"; 1 ="TX PAUSE"; 2 ="RX PAUSE"; 3 = "Enable"
"WakeUp"=dword:0 ; 0 ="Disable"; 1 ="All For 7TE2B"; 2 = "Link-Change"; 4 = "Magic Packet";
; 8 = "Wakeup Frame";; 6 = "Link-Change" & "Magic Packet";
; @ = "Link-Change" & "Wakeup Frame";
; ¢ = "Magic Packet" & "Wakeup Frame"; e = "All"
"WakeUpFrameType"=dword:3 ;1 ="Ping"; 2 = "ARP"; 3="All"

"VlanEnable"=dword:0 ; 0 ="Disable"; 1 = "Enable";

"Vlanld"=dword:0 ; 0 - 4095

"AutoDetach"=dword:2 ; 0 ="Disable"; 1 ="Enable"; 2 = "Use EEPROM Setting"
"WolLinkSpeed"=dword:1 ; 0 ="10 Mpbs First"; 1 ="Use EEPROM Setting"
"Checksum"=dword:1 ; 0 = "Disable"; 1 = "Enable"

[HKEY_LOCAL_MACHINE\Comm\AX88772B1\Parms\Tcplp]
; "EnableDHCP"=dword:0 ;Disable DHCP function
; "IpAddress"="XxX.XXX.XXX.2aa" ;Define your IP address (XXX.XXX.XXX.aaa)

8
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; "Subnetmask"="255.255.255.0" :Define Submask IP address
; "DefaultGateway"="Xxx.Xxx.xxx.bbb" ;Define Gateway IP address
"DNS"="xxx.Xxx.Xxx.ccc" :Define DNS server IP address

"AutoCfg"=dword:1
"EnableDHCP"=dword:1 :Enable DHCP function
"UseZeroBroadcast"=dword:0 :Use zero for broadcast address?

;ENDIF BSP_NIC_AX88772B
; @CESYSGEN ENDIF BSP_NIC_AX88772B

2. Choose “Make Run-Time Image” from the Build OS menu to build a new platform image
(NK.BIN) to take effect the new settings.

9
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6. Update WinCE 5.0 USB 2.0 HCD Driver (EHCI.DLL)

The default USB 2.0 HCD driver (EHCI) of Windows CE 5.0 Platform Builder couldn’t handle the
USB 2.0 device Hot-Swap event well while there is a pending transfer. It will cause the USB 2.0
device driver couldn’t be loaded successfully after hot-swapping the device for a couple of times
because the physical memory (TD buffers) resources are not released by the USB 2.0 HCD driver
when the USB 2.0 device is unplugged while there is a pending transfer. This bug has been
confirmed by Microsoft and will be fixed in the future version of Windows CE 5.0.

Solution:

1. ASIX provides an updated EHCI.DLL file for standard X86 CE/PC platform.

1-1. Copy the updated EHCI.DLL file into the $(_ WINCEROOT)\PBWorkspaces
\<YourProjectName>\RelDIi\CEPC_x86_Release subdirectory.
1-2. Run "Make Run-Time Image" to create the NK.BIN image file.

2. Customer manually modifies the cpipe.cpp file in the $( WINCEROOT)\PUBLIC
\COMMON\OAK\DRIVERS\USB\HCD\USB20\EHCI subdirectory and rebuild
anew EHCI.DLL driver for their specific WinCE BSP platform.

2-1. Modify the cpipe.cpp file in the $(_ WINCEROOT)\PUBLIC\COMMON
\OAK\DRIVERS\USB\HCD\USB20\EHCI subdirectory to remove below
two statements.

{

I

1

¥

<<< In the cpipe.cpp file >>>
void CQueuedPipe::AbortQueue( void )

ASSERT( m_pUnQueuedTransfer == NULL);
if (m_pQueuedTransfer) {

RemoveQHeadFromQueue();

m_pQueuedTransfer; //Remove this line
m_pQueuedTransfer ->AbortTransfer();
GetQHead()->InvalidNextTD();
m_pCEhcd->AsyncBell();// Ask HC update internal structure.
Sleep(2);// this sleep is for Interrupt Pipe;
m_pQueuedTransfer->DoneTransfer();

m_pQueuedTransfer = NULL; /[Remove this line
delete m_pQueuedTransfer;
m_pQueuedTransfer = NULL,;
InsertQHeadToQueue() ;

}
ASSERT(m_pQueuedTransfer == NULL);

10
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2-2. Rebuild EHCI driver by select "Build and Sysgen Current Project™ from usb20 project
menu. (See below picture)

| CEPC: x86_Debug vl a8 |

=-(31 hed »
+ 5 common

&5 ohc
ohcd2

uhc Home
. uhcd Gy
: ! Lﬂm R4 Bgild Current Project

| @usha
+-(2] usbfn S i '
+ EHVGACON [ex oo m T I '
+ (%] wavedev v Clean Before Building

R

+ g8 waveui Make Run-Time Image After Build
[+ notify :
+ notifym Seftings...
+(E5] tkte st Open
= @ TOOLS (excludt oo pes Cil+ShiftF
+- (3] utils E- I
w (3 sdk i
=@ datasync Show in Favorites
+ (&l dcom Open Build Window
+ (&) directx v Docking View Alt+F6
* {iﬂ gdiex Hide
- Lﬂ ie i
+- (&l netcf v OSDesignWiew
+ (2] ostest v ParameterView
(& rdp v FileView
. " Properties
i 0SDesignView ]l.nfl> ParameteerwTjr-rmmwT—-u-z—
X[ ] TN T

2-3. Check if the EHCI.DLL file in the $(_ WINCEROOT)\PBWorkspaces
\<YourProjectName>\RelDIi\CEPC x86_Release subdirectory is
updated successfully or not.

2-4. Run "Make Run-Time Image" to create the NK.BIN image file.
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7. How to configure WIinCE 5.0 to run the SROM Programming Tool?

Before running AX88772B SROM Programming Tool (eeprom.exe), users need to add the “NDIS
user mode 1/O driver” in the WInCE 5.0 platform and then select “Build and Sysgen” from “Build
OS” menu to rebuild the boot image file.

45 86 - Platform Builder

File Edut View Project Plstform Tagget Budd Progct Budd O Tools Window Help

2 E U@ ¢ . - - D EE | 0D ACCESS EEPROM  v] % |xd6 5% % % |6
{EEiPC x86_Rclease v e (DA
2l
-8 ;:5 Catalog items = 5 Catalog
= CEPC: x86 « 1 BSPs
+ (L) Device Drivers = ‘3 Core 0S
> Mobile Handheld[Wind CE devices) = gty Windows CE devices

+

@ (] Applications and Services Development
i+ 3 Applications - End User
=-_8 Communication Services and Networking
+ 1 Networking - Local Area Network (LAN]
% 1 Networking - Personal Area Network (PAN)
# 1 Networking - Wide Area Network (WAN)
= '3 Networking Features

1 Applications - End User
# ) Applications and Services Development
-1 =4 Communication Services and Networking
+ ) Networking - Local Area Network [LAN)
+ 1 Networking - Wide Area Network [WAN)
-3 Networking Features

[ Extensible Authentication Protocol

(& NDIS Packet Capturing DLL @ Domain Discovery

+ [& NDIS User-mode O Driver + [} Extended DNS Querying and Update (D!
[®; Network Driver Architecture [NDIS) Extensible Authentication Protocol

+ [& Network Utilities (IpConfig. Ping. Route) Firewall

= TCPHP + (3" Internet Connection Sharing [ICS)
[ Windows Networking APl/Redirector (SMB/CIFS) @ 1PSecva

= [} Winsock Support
v ] Servers
_J Core OS Services
_IFile Systems and Data Store

]

' Network Driver Architect SYSGEN NDI¢
Network Utilities (IpConfig, ;ng. ;ome;

JFonts

| _1Graphics and Multimedia Technologies Ref Gateway User Interf
J International Remote Configuration Framewark
1 Internet Client Services = @ Tcene
3 Security @ TCP/IPVG Support

1 Shell and User Interface
# _JWindows CE Error Reporting
+ [Z1Platform Manager

i Fos DesignView l-@ ParamelelViw] Z] FileView ]

B R E R

% (L) Universal Plug and Play (UPnP)
@ USB Flash Config Tool
@ Windows Networking APYRedirector (SN

“l[A35-3 Si- Wi—Zf—-3% ART A-—7 oA f oo Fookoo (RIAATLS GTLNATY Ao AL -1-_r-.l

Add this into your platform
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8. How to support AX88772B board with different Vendor ID/Product ID?

The AX88772B WiInCE 5.0 driver supports AX88772B’s default VID/PID (0B95h/772Bh). If the
VID/PID of your AX88772B board are different from AX88772B’s VID/PID, please follow below
procedures to change the VID/PID registry setting of AX88772B WiInCE 5.0 driver to support
your AX88772B board.

8-1. Change the VID/PID setting from the Registry File

1. Add the following registry setting highlighted in below blue text in the
$(_WINCEROOT)\PBWorkspaces\<YourProjectName>\RelDir\CEPC_x86_Release\PROJE
CT.REG file, and then change the VID/PID registry setting to meet the real VID/PID of your
AX88772B board.

Note: The VID/PID registry values in the PROJECT.REG file are demonstrated in
“decimal” numbers. For example, the “2965” means 0B95h in a hexadecimal number;
meanwhile, the “30507” means 772Bh in a hexadecimal number. The VID/PID registry
setting “2965_ 30507 is for AX88772B’s default VID/PID (0B95h/772Bh).

; @CESYSGEN IF BSP_NIC_AX88772B
;IF BSP_NIC_AX88772B
[HKEY_LOCAL_MACHINE\Drivers\USB\LoadClients\49274_41591\Default\Default\AX88772B]

"DLL"="AX88772B.DLL"
Prefix"="ASX" " [Change to the VID/PID value of your AX88772B board.
(The VID is CO7Ah and the PID is A277h in this example.)

[HKEY_LOCAL_MACHINE\Drivers\USB\LoadClients\2965_30507\Default\Default\AX88772B]
"DLL"="AX88772B.DLL"
"Prefix"="ASX"

[HKEY_LOCAL_MACHINE\Drivers\USB\ClientDrivers\AX88772B]
"DLL"="AX88772B.DLL"
"Prefix"="ASX"

[HKEY_LOCAL_MACHINE\Comm\AX88772B]
"DisplayName"="ASIX AX88772B USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772B.dlI"

[HKEY_LOCAL_MACHINE\Comm\AX88772B\Linkage]
"Route"=multi_sz:"AX88772B1"

[HKEY_LOCAL_MACHINE\Comm\AX88772B1]
"DisplayName"="ASIX AX88772B USB 2.0 Fast Ethernet Driver"
"Group"="NDIS"

"ImagePath"="AX88772B.dll"

[HKEY_LOCAL_MACHINE\Comm\AX88772B1\Parms]
"BusNumber"=dword:0
"BusType"=dword:1
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; "NetworkAddress"="02-12-34-56-78-9a" ;Define an override MAC address 02-12-34-56-78-9a

AX88772B Driver Parameters:

"ConnectionType"=dword:0 ; 0 ="AutoSense"; 2 = "10BaseT Half_Duplex";
; 3="10BaseT Full_Duplex"; 8 ="100BaseTx Half_Duplex";
; 9 ="100BaseTx Full_Duplex";
"FlowControl"=dword:3 ; 0 ="Disable"; 1 ="TX PAUSE"; 2 ="RX PAUSE"; 3 = "Enable"
"WakeUp"=dword:0 ; 0 = "Disable"; 1 ="All For 7TE2B"; 2 = "Link-Change"; 4 = "Magic Packet";
; 8 = "Wakeup Frame";; 6 = "Link-Change" & "Magic Packet";
; @ = "Link-Change" & "Wakeup Frame";
; ¢ = "Magic Packet" & "Wakeup Frame"; e = "All"
"WakeUpFrameType"=dword:3 ; 1 ="Ping"; 2 ="ARP"; 3="All"

"VlanEnable"=dword:0 ; 0 = "Disable"; 1 ="Enable";
"Vlanld"=dword:0 ;0 -4095
"AutoDetach"=dword:2 ; 0 = "Disable"; 1 = "Enable"; 2 = "Use EEPROM Setting"
"WolLinkSpeed"=dword:1 ; 0 ="10 Mpbs First"; 1 = "Use EEPROM Setting"
"Checksum"=dword:1 ; 0 = "Disable™; 1 ="Enable"
[HKEY_LOCAL_MACHINE\Comm\AX88772B1\Parms\Tcplp]
; "EnableDHCP"=dword:0 ;:Disable DHCP function
; "IpAddress”="XXX.XXX.XXX.aaa" ;Define your IP address (XXX.XXX.XXX.aaa)
; "Subnetmask"="255.255.255.0" ;Define Submask IP address
; "DefaultGateway" ="Xxx.XxX.Xxx.bbb" ;Define Gateway IP address
; "DNS"="XXX.XXX.XXX.ccc" :Define DNS server IP address

"AutoCfg"=dword:1
"EnableDHCP"=dword:1 :Enable DHCP function
"UseZeroBroadcast"=dword:0 :Use zero for broadcast address?

;ENDIF BSP_NIC_AX88772B
; @CESYSGEN ENDIF BSP_NIC_AX88772B

2. Choose Build OS>Make Run-Time Image to build a new platform image (NK.BIN) to take
effect the new settings.
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8-2. Check the modified VID/PID in WIinCE Remote Registry Editor

After changed the VID/PID registry setting on your WinCE image file, you can follow the
following procedures to double check if the new VID/PID setting was taken effect properly.

1. When the image has been built, click Target>Attach Device to download the Platform
Image file onto the CE/PC.

2. After the image file is downloaded successfully, the CE/PC will be booted up to WinCE

operation system by running the Platform Image file.

Establish the connection with CE/PC.

4. Click Tools>Remote Registry Editor. A pop-up window, Select a Windows CE Device,

is shown on the screen. Select Default Device and click OK.
h -

2 Sn|e=| &

+ J2 My Computer Select a Windows CE Device

w

I OK || Cancel
s

5. The Default Device icon will be shown up. Click
HKEY_LOCAL_MACHINE>Drivers>USB>LoadClients. You will see your own
VID/PID under HKEY_LOCAL_MACHINE>Drivers>USB>LoadClients.

£ Windows CE Remote Registry Editor,

Reqgistry  Edit  Wiew Connection  Help
ol mfes] B 2 [o[ ] 3 [o]n]s]m)
+| gmy Computer L Mame |Data

= &= Default Device | (Default) ({walue not set)
+1-[_] HKE¥_CLASSES_ROOCT

+1-{_] HKEY_CURRENT_USER

+ 2] Comm

{1 ContralPanel
=If Driverd
+-_] Active

D Bootarg
+-((1 BuilIn
L3 Console

+- [ PCMCIA
D ProcGroup_0002
[:I ProcGroup_0003
+ D Resources
+-[Z7 Unimadem
=] USE
+ [ ClientDrivers
+ D FunctionDrivers
- =]
+-[] 2965_30496
+-[_]] 2965 _30506

3] ] < The new VID/PID setting should be here now

+-{_7] Explarer
+- [0 ExtModems
+ L] HARDWARE -~

[Default Device\HKEY_LOCAL_MACHIME|DriversiUSEILoadClients49274_41591] MM
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8-3. Change the VID/PID setting from WIinCE Remote Registry Editor
manually

The following method illustrates how to change the VID/PID registry setting of AX88772B
WIinCE 5.0 driver from the WinCE Remote Registry Editor directly.

Note: This is a temporary configuration for testing purpose and will be reset to the default registry
setting of WInCE 5.0 platform boot image file after rebooting the WIinCE 5.0 platform. Please
refer to Section 8-1 Change the VID/PID setting from the Registry File to modify the VID/PID
registry setting of AX88772B WiInCE 5.0 driver from the register file (PROJECT.REG) for official
release purpose.

1. Follow Step #1 to Step #5 in Section 8-2 Check the modified VID/PID in WinCE Remote
Registry Editor to establish the WinCE Remote Registry Editor connection with your WinCE
5.0 platform.

2. Modify the VID/PID registry under
HKEY_LOCAL_MACHINE>Drivers>USB>LoadClients to meet the real VID/PID of your
AX88772B board.

Example: The VID/PID of your AX88772B board is CO7Ah/A277h respectively.
You should adjust the following “2965 30507 registry value to “49274 41591,
(Please refer to the WInCE reqistry VID/PID setting note in Section 8-1 for more details.)

%' Windows CE Remote Registry Editor

Registry  Edit  Wiew Connection  Help

el o .= S 5 ) 5 2 5 ]
- & My Computsr A | | Mame |Data I
= EhJ(DEFault) {walue not set)

+-{_] HKEY_CLASSES_RGOT

-] HKEY CLRRENT USER
S e
+-{_] Carmm
(] ContralPanel
ez
+-_] Active
D Bookarg
+-(17 BuiltIn
(2 Consale
{23 oma
+-[_] HID
+-(_] PCCARD
+-((] pCMCIA

[:I ProcGroup_0002
D ProcGroup_0003

+-[L] ClientDrivers
+ D FunctionDrivers

=] LoadClients |
+-[_] 2965_30496

] wams) < Edit the VID/PID setting from here directly

+-[_] Default
+-{_] Explorer
+ (] ExtModems
+- (] HARDWARE
(2 Ident “

[Default Device\HKEY _LOCAL_MACHINE! Drivers|USE] LM

3. Un-plug/re-plug your AX88772B board with VID (CO7Ah)/PID (A277h) in this example. The
AX88772B WInCE 5.0 driver should work fine with your AX88772B board now.
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9. Known Errata:
None.
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4F, No.8, Hsin Ann RD., Hsinchu Science Park,
Hsinchu, Taiwan, R.O.C.

TEL: +886-3-5799500
FAX: +886-3-5799558

Email: support@asix.com.tw
Web: http://www.asix.com.tw
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